
 

 

NZR-825-R1 

8CH H.265 4K-Lite & Real 5MP XVR 

8CH HD Analog+ 4CH IP Camera N+M 

8CH 4KN @15fps/5MP@12fps Preview Capacity  

8CH 4KN @9/5MP/5MP@8fps/2MP@20fps Code capacity 

8CH  Playback 

4 Channel Face Detection, Full Channel SMD (Human/vehicle Classification for 8CH), 
LPD with IPC 

Ai features 

1 SATA HDD Up to 10TB SATA 

HDMI 4K, VGA Video Simultaneous Output- Analog Video output (BNC) Video Output 

USB2.0*2 USB 

4 in / 1 out + AOC in TVI Mode (DAC Technology/Broadcast Quality Audio) Audio 
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RS485 

1*10/100 Mbps  LAN Interface  

P2P, Remote Control, Zero channel, Smart Alarm Box, OTA (both recorder and IPC), 
Onvif 2.4, IOS-Android, Adaptive Iran & International Servers 

Access Platforms 

Pentabrid (CVBS, AHD, CVI, TVI, IP) Supported format  

Real-time P2P via Fara view app with fast Domestic servers for PC and Mobile phone Native connectivity 

Temperature: -10°C~+30°C (14°F ~ 122°F) 
Humidity: Less than 90%RH 

Operating 
Temperature/Humidity 

12V/7w Input Voltage 

NZR-1625-R2 

 


